
VIRTUAL PRODUCTION STAGE SPECS

T E C H N O L O G Y  /  H A R D W A R E
ROE LED Walls consists of 200 BP2v2 panels @2.8mm
pixel pitch
ROE LED Ceiling consists of 60 CB3 panels @3.75mm
pixel pitch
(2) Brompton TESSERA SX40 LED processors & (4) XD
Data Distribution boxes
Sony Ocellus Markerless Camera Tracking System
Pixera Media Server for video playback
(2) Unreal Engine 4k Render Nodes
(2) Unreal Engine VAD on-site workstations
RGB LED base lighting package
(1) ARRI Alexa Mini 4k Camera with UMC-4 and
wireless Hi-5 Lens Controller
J.L. Fisher Model 10 Camera Dolly
4K AJA Video Router and LUT ColorBox
HD Wireless Video and Quadsplit Multiviewer

S O U N D S T A G E  D I M E N S I O N S
9,200 sq. ft. Stage
100' x 92' Stage Floor
29' height to Catwalk
 17'11" x 7'10" Stage Entry Door
(1) LED Wall = 3 Deg Curved 31' x 13'5”
(1) LED Rolling Wild Walls 13' x 10'
(1) LED Motorized Ceiling 23' x 20'

F A C I L I T Y  D E T A I L S

Central Air Conditioned Stage 
Dressing Rooms
Green Rooms
HMU Suites
Production Offices
Wifi 
Security 

Q U E S T I O N S  /  I N Q U I R I E S  E M A I L
virtualproduction.bookings@nbcuni.com
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